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ICYNENE

HEALTHIER, QUIETER, MORE ENERGY EFFICIENT®






ICYNENE MD-R-200™ Delivers Performance, Environmental Advantages in the Medium Density Spray Foam Category
Mississauga, ON (January 18, 2010) – The 2010 International Builders’ Show provides the stage for the launch of ICYNENE MD-R-200, a medium density spray foam insulation that delivers the core benefits of a product in its category, plus recycled content and no ozone-depleting blowing agents.

ICYNENE MD-R-200 also offers key environmental benefits over conventional medium density spray foam insulation, reflecting Icynene’s continuing efforts to deliver insulation products that minimize their environmental impact in production and application. 

MD-R-200 can help take building projects to a higher level of certification within green building programs such as USGBC’s LEED. The product is made with recycled content, contributing toward the achievement of LEED for New Construction credit 4.1 (recycled content requirement).

Lowest Possible Global Warming Potential (GWP)

As with all Icynene® products, MD-R-200 uses 100% water-blown technology with the lowest Global Warming Potential (GWP) value of 1† rather than synthetic blowing agents, which can have GWP values as high as 950. Icynene does not use synthetic blowing agents in any of its Icynene brand products. 

Facilitates Quicker Application
ICYNENE MD-R-200 can be applied on a variety of substrates and substrate conditions. In-field applications have also shown ICYNENE MD-R-200 can be installed under a wide range of temperature and humidity conditions.

Performance Benefits

As a 2 lb. insulation ICYNENE MD-R-200 delivers high R-value and superior air-sealing performance to create a more energy efficient building. Home and building owners can see savings of up to 50% more than with a conventional, air-permeable insulation.

With its low vapor permeance, MD-R-200 is ideal for use in areas with higher levels of humidity, such as crawlspaces. It is also ideal for projects that require more rigid foam to enhance structural strength. 

MD-R-200 Environmental Advantages

· Blowing agent has lowest possible Global Warming Potential (GWP) value of 1

· No ozone-depleting or synthetic blowing agents

· Recycled content contributes to recycled content requirements for LEED credit 4.1

· High insulation R-value and low vapor permeance

· Can be applied on a variety of substrates and substrate conditions and under a wide range of temperature and humidity conditions
† All measures of Global Warming Potential (GWP) are given relative to carbon dioxide, the most well-known gas with GWP (with a GWP value of 1).       

